MIL-C- 85049/75A
21 November 19

SUPERSEDING
MIL-C-85049/75
16 January 1980
(j> MILITARY SPECIFICATION SHEET
CONNECTOR ACCESSORIES, ELECTRICAL, POTTING BOOT,
CATEGORY 7
(FOR USE WITH MIL-C-85049/58 POTTING BOOT RING)

This specification is approved for use by all Depart-
ments and Agencies of the Department of Defense.

The requirements for acquiring the accessories described herein shall
consist of .this specification and the latest issue of MIL- -C-85049.
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NOTE 4
' FIGURE 1. Dimensions and configuration.
(® denotes changes
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DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.




MIL-C-85049/75A

INCHES MM INCHES MM INCHES MM INCHES MM

. 010 ©.25 .532  13.51 || .844 21.44 ) 1.156 29.36

.031 .19 .548 13.92 .891 22.63 | 1.270  32.23

.073 1.85 .961 14,25 .899 22.83 || 1.274  32.36

117 2.97 .562 . 14,27 .903 22.94 || 1.287 32.69

.125 3.18 .657 16.69 4 .906 23.01 |[ 1.395  35.43

. 206 5.23 .673  17.09 .938 23.83 || 1.399  35.53
.. 297 7.54 .693 17.60f .999 25.37 || 1.406 35.71 !
. 384 9.75 .719  18.26 || 1.021 25,93 || 1.520 38.61 i
.434  11.02 .766  19.46 || 1.024 26.01 || 1.531  38.89 i
.438 ~ 11.13 .781  19.84 1 1.031 26.19 || 1.656  42.06 f
.443 11.25 .798  20.27 | 1.145 29.08 || 1.781 45.24 »
.469 11.91 .840 21.34111.149 29.18 |
|

NOTES:

1. Dimensions are in inches.

2. Metric equivalents are given for general information only.

3. Entrance configuration optional with indicated cross section area.

4. A retaining undercut to facilitate attachment of boot to bootring (MIL-C-85049
is permissible.
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FIGURE 1. Dimensions and configuration' - Continued.




MIL-C-85049/75A

(t) REQUIREMENTS:

Design and construction:
Dimensions and configuration: See figure 1 and table I.
Material: Translucent nylon. '

(® TABLE 1. Shell size and dimensions.

[ T [ | I I T
IShell | A-minimum | B | Ls | Lgp°® I X |z |
Isize lcross sectionimaximum | Imaximum | minimum | +.000 |
| | area in | T Maximum [ | 1D | -.010 |
| | square | | | | ldiameter|
T [ I T I T I I
| 8 | .073 | .766 | | .438 | .434 | .532 |
T [ T T | T T T
| 10 | .117 | .891 | | .469 | .548 | .657 |
| | I | | ) | T
| 12 | .206 | 1.031 | | .562 | .673 | .781 |
I ] T T | T T T
| 14 | .384 I 1.156 | | .719 | .798 | .903 |
I i | I | T | T
| 16 | .443 | 1.287 | .297 | .781 | .899 | 1.021 |
[ T T [ | T | T
| 18 | .561 | 1.406 | | .844 | 1.024 | 1.145 |
T T I | [ [ T T
I 20 | .693 | 1.531 | |  .906 | 1.149 | 1.270 |
T T ] | | I I T
| 22 | .840 | 1.656 | | .938 ] 1.274 | 1.395 |
T | i I | | T T
| 24 | .999 | 1.781 | | 1.031 ] 1.399 | 1.520 |
Part number: See example below:
M85049/ 75 -
==

Military designator |

Specification sheet

N
R~

Shell size (see table I)

-—-—-——-————‘l—‘

Geometry
1 - straight
2 - 90°C

Qualification: See MIL-C-85049, category 7.

()QPL evaluating activity: Naval Avionics Center, Code B/714, 6000 East 21st Street,
Indianapolis, Indiana 46219-2189.

SupersessiBn data:
MS27486 *
1

M85049/75

Shell size
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—_————

Geometry



MIL-C-85049/75A

Custodians:

Preparing activity:
Army - CR . Air Force - 85
Navy -~ AS
Air Force - 85 : Agent:
- ‘ DLA - ES
Review activities: |
Army - AR, MI _ (Project 5935-3377-21)
Navy - EC '
Air Force - 11, 15, 17, 19, 99
DLA - ES






